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TABLE 2 TO §431.97.—MINIMUM HEATING EFFICIENCY LEVELS

Efficiency level 1

Product Category ;chg?g, Sub-category Products manufac- | Products manufac-
P tured until tured on and after
October 29, 2003 October 29, 2003
Small Commercial | Air Cooled, 3 <65,000 Btu/h ....... Split System .......... HSPF =6.8 ........... HSPF = 6.8.
Packaged Air Phase.
Conditioning and
Heating Equip-
ment.
Single Package ..... HSPF =6.6 .......... HSPF = 6.6.
Water-source ........ <135,000 Btu/h ..... Split System and COP =38 .....c.c.... COP =4.2.
Single Package.
Air Cooled ............. >65,000 Btu/h and | All ....ccceeveenrnrrenennne COP =3.0 ...cccueuen COP =3.0.
<135,000 Btu/h.
Large Commercial | Air Cooled ............. >135,000 Btu/h Split System and COP =29 ...ccoeuen COP =2.9.
Packaged Air and <240,000 Single Package.
Conditioning Btu/h.
Package and
Heating Equip-
ment.
Packaged Terminal | All ........cccccocciennne. Al ... All e COP = 1.3+(0.16 x | COP = 1.3+(0.16 x

Heat Pumps.

the applicable
minimum cooling
EER prescribed
in Table 1—Min-
imum Cooling Ef-
ficiency Levels).

the applicable
minimum cooling
EER prescribed
in Table 1—Min-
imum Cooling Ef-
ficiency Levels).

1For units tested by ARI standards, all COP values must be rated at 47 °F outdoor dry-bulb temperature for air-cooled prod-
ucts, and at 70 °F entering water temperature for water-source heat pumps. For heat pumps tested by the ISO Standard 13256—

1, the COP values must be obtained at the rating point with 20 °C (68 °F) entering water temperature.

Subpart G—Commercial Water
Heaters, Hot Water Supply
Boilers and Unfired Hot Water
Storage Tanks

SOURCE: 69 FR 61983, Oct. 21, 2004, unless
otherwise noted.

§431.101 Purpose and scope.

This subpart contains energy con-
servation requirements for certain
commercial water heaters, hot water
supply boilers and unfired hot water
storage tanks, pursuant to Part C of
Title 111 of the Energy Policy and Con-
servation Act, as amended, 42 U.S.C.
6311-6316.

§431.102 Definitions concerning com-
mercial water heaters, hot water
supply boilers, and wunfired hot
water storage tanks.

The following definitions apply for
purposes of this subpart G, and of sub-
parts J through M of this part. Any
words or terms not defined in this sec-

tion or elsewhere in this part shall be
defined as provided in section 340 of the
Act, 42 U.S.C. 6311.

ASTM-D-2156-80 means the test
standard published in 1980 by the
American Society of Testing and Meas-
urements and titled Method for Smoke
Density in Flue Gases from Burning
Distillate Fuels.

Hot water supply boiler means a pack-
aged boiler that is industrial equip-
ment and that,

(1) Has an input rating from 300,000
Btu/hr to 12,500,000 Btu/hr and of at
least 4,000 Btu/hr per gallon of stored
water,

(2) Is suitable for heating potable
water, and

(3) Meets either or both of the fol-
lowing conditions:

(i) 1t has the temperature and pres-
sure controls necessary for heating po-
table water for purposes other than
space heating, or

(ii) The manufacturer’s product lit-
erature, product markings, product
marketing, or product installation and
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